FIRE DEPARTMENT SIGNAC(
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WALL MOUNTED FBG5N DETAIL
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1. The sign plate shall be a minimum size of
12X12 inches and fabricated from .080
aluminum sheet with 1%2 inch radius corners.
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2. The sign plate shall be a minimum size of 12 x 12
inches with a thickness of .080 aluminum
construction.

Font style is Handel Gothic capital font.

4. The sign face shall have white 3M diamond-grade
reflective sheeting (3990 series VIP, type |X) applied as a background.

5. Lettering/graphics shall be one of the following:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to
allow white reflective background to show through lettering.

b. Screen printed using 3M BB01 series red translucent ink.

c. Both processes (a or b) will accomplish a red field with white copy.
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1. The sign plate shall be a minimum size of 12X12

inches and fabricated from .080 aluminum sheet
with 1% inch radius corners.

Font style is Handel Gothic capital fonts.
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The sign face shall have white 3M diamond-grade reflective sheeting
(3990 series VIP, type |X) applied as abackground.

4, Lettering/graphics shall be one of the following:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to allow
white reflective background to show through lettering.

b. Screen printed using 3M 8801 series red translucent ink.

c. Both processes (a or b) will accomplish a red field with white copy.
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1. The sign plate shall be a minimum size of

12X12 inches and fabricated from .080
aluminum sheet with 1% inch radius corners.

2. Two mounting straps with nut and boltfasteners.

Font style is Handel Gothic capital fonts.

The sign face shall have white 3M diamond-grade reflective sheeting
(3990 series VIP, type IX) applied as a background.

S. Lettering graphics shall be one of the following:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to
allow white reflective background to show through lettering.

b. Screen printed using 3M 8801 series red translucent ink.

Both processes (a or b) will accomplish a red field with white copy.



FIRE DEPARTMESHFRINKLER RISER RCZIBN DETAI

FIRE DEPT.
SPRINKLER 2=
RISER RM.

020 Aurmsum Sheat

WHTE M Scotchite Diomond Geade
Ralactive Shasing 596 Nols 3

Seebole d

i

12"

5 The sign plate shall be a minimum size of 12 x12 inches and fabricated from .080
aluminum sheet with 1%z inch radius corners.

Font style is Handel Gothic capitalfonts.

The sign face shall have a white 3M diamond-grade reflective sheeting
(3990 series VIP type IX) applied as abackground.

4. Lettering/Graphics shall be one of thefollowing:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to
allow white reflective background to show through lettering.

b. Screen printed using 3M 8801 series red translucentink.

C. Both processes (a or b) will accomplish a red field with whitecopy.
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1. The sign plate shall be a minimum size of 12X6 inches and fabricated from .080
aluminum sheet with 1% inch radius corners.
2 Font style is Handel Gothic capital fonts.
3. The sign face shall have white 3M diamond-grade reflective sheeting
(3990 series VIP, type |X) applied as abackground.
&, Lettering/graphics shall be one of thefollowing:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to
allow white reflective background to show through lettering.

b. Screen printed using 3M 8801 series red translucentink.

C. Both processes (a or b) will accomplish a red field with whitecopy.
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The sign plate shall be a minimum size of 8 x4 inches and fabricated from .080 aluminum
sheet with 1%2 inch radius corners.

Font style is Handel Gothic capital fonts.

The sign face shall have white 3M diamond-grade reflective sheeting
(3990 series VIP, type IX) applied as a background.

Lettering/graphics shall be one of thefollowing:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to
allow white reflective background to show through lettering.

Screen printed using 3M BBO1 series red translucentink.

c. Both processes (a or b) will accomplish a red field with whitecopy.
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SPRINKLER CONTRUEN DETAIL
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1. The sign plate shall be a minimum size of 14 x 14 inches and fabricated from .080

aluminum sheet with 1% inch radius corners.
2. Font style is Handel Gothic capital fonts.

3.  The sign face shall have a white 3M diamond-grade reflective sheeting
(3990 series VIP type IX) applied as a background.

4. Lettering/Graphics shall be one of the following:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to allow
white reflective background to show through lettering.

b. Screen printed using 3M 8801 series traffic sign red translucent ink.

C. Both processes (a or b) will accomplish a red field with white copy.



WET STANDPIFEGN DETAIL

FIRE DEPT EEIT W uE.c
WET

STANDPIPE
CONNECTION
INSIDE

STANDPIPE SIGN DETAIL

The sign plate shall bel2 X 18 inches and fabricated from
080 aluminum sheet with 1% inch radius corners.

Font style is Handel Gothic capital fonts.

The sign face shall have a white 3M diamond-grade reflective sheeting
(3990 series VIP type IX) applied as a background.

Lettering/Graphics shall be one of the following:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to allow
white reflective background to show through lettering.

b. Screen printed using 3M 8801 series traffic sign red translucent ink.

c. Both processes (a or b) will accomplish a red field with white copy.

Install LOCK BOX next to lock on Fire Department access door.



SPECIAL FIRE DEPARTMENT FIRE PUMP TEST
SIGN DETAIL

12" "‘
DO NOT EEEEacs
PuvP S
18" INTO REZEZGE
THESE RBEZIEGE
FITTINGS gz

4 The sign plate shall be a minimum size of 12X18 inches and fabricated from .080
aluminum sheet with 1%z inch radius corners.

Font style is Handel Gothic capitalfonts.

The sign face shall have a white 3M diamond-grade reflective sheeting
(3990 series VIP type IX) applied as abackground.

4, Lettering/Graphics shall be one of thefollowing:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut to
allow white reflective background to show through lettering.

b. Screen printed using 3M 8801 series red translucentink.

c: Both processes (a or b) will accomplish a red field with whitecopy.

B Additional kerning between letters as shown.

6. Mount on four corners.



COMMAND CENTESRGN DETAIL
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The sign plate shall be 12 X 14 inches and fabricated from .080 aluminum sheet
with 1%z inch radius corners.
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Font style is Handel Gothic capital fonts.

The sign face shall have a white 3M diamond-grade reflective sheeting
(3990 series VIP type IX) applied as a background.

4, Lettering/Graphics shall be one of the following:

a. 3M Scotchlite electronic transparent cuttable film (1170 series) inverse cut
to allow white reflective background to show through lettering.

b. Screen printed using 3M 8801 series traffic sign red translucent ink.

C: Both processes (a or b) will accomplish a red field with white copy.



ROOF ACCESKSN DETAIL



